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Status
‘,m - Connection : This page displays information on the status of the cable modenm's HFC and IP network connectivity.
Software
. Startup Procedure
CEISEE Procedure Status | Comment
Password Acquire Downstream Channel Locked
Connectivity State oK Operational
Diagnostics Boot State OK Operational
Configuration File oK
Event Log Security Enabled  |BPI+
Initial Scan Downstream Channel
Switch Mode Channel [ Lock Status | Modulation| Channel ID| Symbol Rate|Frequency [Power | SNR
1| Locked| QAM256| 1| 6952000 0.4 dBmV/|415dB
Backup/Restore 2] Locked| QAM256 2] 6952000 06 dBmV[40.8 dB)
3] Locked| QAM256 3] 6952000 0.6 dBmV/[40.9 B
4] Locked| QAM256 4] 6952000 0.5 dBmV[39.8dB)
5| Locked| QAM256 1] 6952000 -2.0dBmV/[40.4 dB)
©-Thomson- 2012 6|  Locked| QAM256 12| 6952000 2.9dBmV/[39.9 B
7] Locked| QAM256 3] 6952000 4.1 dBmV/[39.4 dB)
8] Locked| QAM256 14| 6952000 4.6 dBmV/[38.9 dB)
Upstream Channel
Channel[ Lock Status | Modulation| Channel ID|Symbol Rate | Frequency [Power
1| Locked| QAMTS| 41]5120 Ksymisec 440dBnV|
2] Locked| QAM16 425120 Ksymisec 442 dBnV|
3] Locked| QAM16 435120 Ksymisec 437 dBmV/|
4] Locked| QAM16 445120 Ksymisec 452 dBmV/|
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